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• �Safer, low fume formula  
for installers

• �Strongest bond – exceeds  
1000-hour hydro-pressure test

• �Meets the most stringent  
codes and regulations

PREMIUM
THF-FREE
CEMENTS



ECO™  
Products

Color Set  
Time

Max  
Pipe Size

Performance 
Specification

Part  
Numbers

700 ECO™ Clear Fast 4” PVC Pipe
Sch. 80 
up to 2”

ASTM D2564 Gallon	 14800 
Quart	 14801
Pint	 14802

740 ECO™

Pool
Clear Fast 4” PVC Pipe

Sch. 80 
up to 2”

ASTM D2564 Quart	 14849

705 ECO™ Clear Fast 6” PVC
Sch. 80 
up to 4”

ASTM D2564 Gallon	 14805
Quart	 14806
Pint	 14807

721 ECO™ Blue Very Fast 6” PVC
Sch. 80 
up to 4”

ASTM D2564 Gallon	 14927
Quart	 14928
Pint	 14929

744 ECO™

Pool
Clear Fast 6” PVC

Sch. 80 
up to 4”

ASTM D2564 Quart	 14854

748 ECO™

Pool
Blue Fade 
to Clear

Very Fast 6” PVC
Sch. 80 
up to 4”

ASTM D2564 Quart	 14871

711 ECO™ Gray Medium 12” PVC
including 
Sch. 80

ASTM D2564 
CSA B137.3 & B181.2

Gallon	 14834
Quart	 14835
Pint	 14836

717 ECO™ Gray Medium 12” PVC
including 
Sch. 80

ASTM D2564 
CSA B137.3 & B181.2

Gallon	 14830
Quart	 14831
Pint	 14832

746 ECO™

Pool
Gray Medium 12” PVC

including 
Sch. 80

ASTM D2564 
CSA B137.3 & B181.2

Quart	 14867

714 ECO™ Orange Medium 12” PVC
including 
Sch. 80

ASTM D2846 & F493 Quart	 15693
Pint	 15694

714 ECO™ Gray Medium 12” PVC
including 
Sch. 80

ASTM D2846 & F493 Quart	 15695
Pint	 15696

P-68 ECO™ Clear – – ASTM F656 Gallon	 14838
Quart	 14839
Pint	 14840

P-68 ECO™ Purple – – ASTM F656 Gallon	 14843
Quart	 14844
Pint	 14845
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